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We reserve the right to change data, images and drawings without notice.
For more information, you may contact your local dealer or Mase Generators S.p.A.
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MARINER 805 S
mase

Believing in change. c € Output power 8 kW single-phase

Description

A CUCCUISEUR - Type: synchronous, 4 poles, self-excited, « Voltage (V): 115 - 230
brushless, with AVR e Amps: 69,5 - 34,8
» Cooling: Air e Power factor: cos T 1
* Max. power: 8 kW » Voltage stability: +2%
e Continuous power: 7,5 kW e Frequency stability: £5%

Diesel Engine
1500 rpm

SEMCCICRENIER  « Controller with digital display for full short circuit, high and low voltage, high and
monitoring of generator parameters: manual low frequency, high and low rpm, alarms
start, Vac voltage, frequency Hz, power, history, maintenance warning
amperage, engine rpm, hourmeter, genset - Other features: direct ECU communication via
battery voltage, engine oil pressure, low CAN line, possibility to disable all protections
oil pressure alarm, engine temperature, (emergency mode operation), automatic
engine pre-heating, high engine temperature start for low battery voltage level, possibility
warning and shutdown alarm, high alternator for a Start/Stop remote switch (AUT mode),
temperature warning and shutdown alarm, possibility to have multiple remote devices
alternator battery charger failure alarm, inverter * Emergency stop button
failure alarm, protection alarm for Overload, * Thermal and magneto-thermal protection

Accessories
on request

Noise level e 51 dBA @ 7mt

Other features

(*) - For altitude and temperature values other than those listed above, please consult the manufacturer to verify the
available power.




